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YBAXKAEMU rOCMNoAA,

Mpu HanpaseHWTe OT Hac TecTOBM u3NUTaHWS Ha npogykTa
‘Aypa Jlo6" 3a motopuu macna, Bu yBejoMsBaMe 3a ycnosusta npw
W3BbpLUBAHE Ha TecTa U TecTyBaHWa asTomo6un. TecTysaHeTo e M3BbPLUEHD
CblMacHo ykasaHwaTa 3a Non3ysaHeTo Ha npomykta Bu. Manutan e Ha
Bnekady MAN - 19.422, npu npo6er or 102 kM 6e3 mMacrno B KapTepa,
W HatoBapsaHe B pamkuTe Ha 70% Ha ABUraTtens, NPy HOPMAarHa BbHLIHA
Temneparypa 9 rpagyca 3a mecey Hoemspu 1995 roauHa.

EnvHCTBEHO OTKMOHeHWe ce 3abensisa B Temneparypara Ha BopaTta
(aHTudpu3) c nosuwenve okono 5 rpagyca. [lpyri CblECTBEHU OTKIOHEHUS
NO BpeMe Ha TeCTyBaHETO W nocneAsanara ekcnnoatauvs Ha sfekaua
He ca 3abenssaHu.
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Into Great Brands, Inc.
1010 Taylor Station, Suite A
Gahanna, OH 43230

MATERIAL SAFETY DATA SHEET
T———=9AFETY DATA SHEET

May be used to comply with OSHA's
Hazard Communication Standard
29CFR 1910 1200. Standard

(614) 384-7407 must be consulted for specific
(800) 424-9300 - Chemtrec requirements,
SECTION | IDENTIFICATION

Trade Name:

Product Code:

U.S.D.O.T. Shipping Name:
Technical Name:

U.S.D.OT. Primary Hazard Class:
U.S.D.O.T. Secondary Hazard Class:
Identification Number:

IATA (Airline)

Maritime

Packing Group:

SECTION Il

Hazardous Components

Petroleum oils

Dura Lube Upper Cylinder Lubricant
HL-SL053

Non Regulated

Not Applicable

Non Hazardous

Non Hazardous

Not Applicable

Non Regulated

Non Regulated

Not Applicable

HAZARDOUS INGREDIENTS--IDENTITY INFORMATION

CAS # OSHA PEL ACGIH TLV
64742-65-0 5 mg/m3 5 mg/m?3

Other tomponents, if any, are considered to be non-hazardous as per OSHA 298 CFR 1910.1200.

SECTION I1i

Flash Point;

Specific Gravity (HaO=1):
Vapor Density (Air=1):
Evaporation Rate (BA=1);
% Solids:

Weight (Ib./gal.):
Solubility in Water:
Viscosity:

Appearance & Odor:

SECTION IV

Extinguishing Media:

Special Fire Fighting Procedures:

Unusual Fire & Explosion Hazards:

PHYSICAL & CHEMICAL CHARACTERISTICS
==L AL CHARACTERISTICS

>250°F ASTM D-93 PM Closed Cup
0.87

Greater
Slower

Negligible

7.26

Negligible

90 - 150 ¢St @ 40°C
Amber liquid, amine odor

FIRE & EXPLOSION HAZARD DATA

Foam, dry chemical, carbon dioxide. Do not use a direct stream of water.
Product may float and can be re-ignited on surface of water,

Material wili not burn unless preheated. Do Not enter fire-space without full
bunker gear (helmet with face shield, bunker coats, gloves and rubber boots),
including a positive-pressure NIOSH approved Self Contained Breathing
Apparatus.

Heating of non-vented container may cause explosion. Keep surrounding

containers cool with water spray.
_—

SECTION V

Stability:

Materials to Avoid:

Conditions to Avoid:

Hazardous Decomposition Products:

REACTIVITY DATA

Stable.
Oxidizing materials.

Contact with open flame, heat.

Thermal decomposition products are highty dependent on combustion
conditions. Carbon Monoxide and unidentified organic compounds may be
formed during combustion, A complex mixture of airborne solid, liquid, particles,
and gases will evelve when this material undergoes pyrolysis or combustion.

Hazardous Polymerization: Will not oceur,

C:\Documents and Settings\admin\Local Setfings\Temporary Internet
Files\Content.IE5\PGKRLHOX\DL_Upper__CyIinder_Lubricant[1].doc



SECTION VI HEALTH HAZARD DATA

SIGNS AND SYMPTOMS OF EXPOSURE:

Eyes: Irritation, redness.

Dermal: Dryness, irritation. redness.

Inhalation: Vapors may irritate nose, throat, respiratory tract.
Ingestion: Nausea, vomiting, dizziness, headache, blurred vision.

EMERGENCY AND FIRST AID PROCEDURES:

Eyes: Immediately flush with large amounts of water for 15 minutes, holding eyelids
open during flushing with water.
Dermal: Wash with soap and water and then flush with water until all chemical ig

removed. Remove contaminated clothing promptly and wash before reuse. If
irritation persists get medical attention,

Inhalation: Remove to fresh air. If breathing has stopped, give artificial respiration, provided
a qualified individual is available. If breathing is difficult, give oxygen, provided a
qualified operator is available, Get prompt medical attention.

Ingestion: If conscious, Do Not induce vomiting. This materia) is an aspiration hazard,
Drink large amounts of water. Get medical attention. If vomiting occurs, give
additional water. If drowsy or unconscious, place on left side with head down.
Take immediately to hospital. Do Not attempt to induce vomiting or give

anything by mouth to an unconscious person. If possible, do not leave individual

unattended.

SECTION VII TOXICOLOGICAL INFORMATION

ACUTE HEALTH HAZARDS:

Eye Contact: Mildly irritating to eyes.

Skin: Exposure may cause skin irritation. Prolonged, repeated exposure may cause
drying, redness, and cracking of the skin.

Inhalation; inhalation of vapors or oil mist from this product may cause mild irritation

to the respiratory tract.

Ingestion: ingestion of product may result in aspiration pneumonitis.

CHRONIC HEALTH HAZARDS: None expected at the industrial level.

SECTION Vil SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED:
Dike area. Remove all sources of ignition. Ventilate area if necessary. Absorb free liquid with earth, sand, clay, or absorbent
pads and place in non-leak containers for disposal. Flush area for trace residue and dispose of as below. Environmental
Precautions: Contain liquids and prevent discharges to streams or sewers, control or stop the loss of volatile materials into the
atmosphere. Large leaks may require environmental consideration and possible evacuation. Do not apply water to the spill.

WASTE DISPOSAL ME THOD:
In accordance with Local, State and Federal Laws.

SECTION IX SPECIAL PROTECTION INFORMATION

Respiratory Protection: Normally not needed in a weli ventilated area. If workplace exposure limit of
petroleum oil mist is exceeded {5mg/m3), a NIOSH approved respirator is
advised.

Ventilation: Mechanical to maintain exposure below TLV(s).

Protective Gloves: Rubber, neoprene or vinyl.,

Eye Protection: Goggles or safety glasses plus full face shield to protect against splashing
when appropriate.

Other: As needed to minimize exposure.
Emergency shower and eyewash facility should be in close proximity.

Hygienic Practices: Always wash face and hands after contact. Remove contaminated clothing
and wash before reuse.

NFPA H-1, F-1, R-0

C:ADocuments and Settings\admin\Local Settings\Temporary Internet
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SECTION X REGULATORY INFORMATION
SECTION X DELULATORY INFORMATION

U.S. FEDERAL REGULATIONS:
OSHA Standard 29 CFR 1910.1200 requires that information be provided fo employees regarding the hazards of chemicals by
means of a hazard communication program including labeling, material safety data sheets, training, and access to written
records.

SARA/TITLE Il HAZARD CATEGORIES:
If the word "yes" appears next to any category, this product may be reportable by you under the requirements of 40 CFR 370,
Consult those regulations for details,

Immediate (Acute) Health: NO
Delayed (Chronic) Health: NO
Fire Hazard: NO
Reactive Hazard: NO
Sudden Release of Pressure: NO

EPA/TSCA INVENTORY:
The components of this product are listed on the EPA/TSCA Inventory of Chemical Substances.

SECTION XI NOTES

third person proximately caused by the material if reasonable safety procedures are not adhered to as stipulated in the data sheet.
Additionally, vendor assumes no responsibility for injury to vendee or third persons proximately caused by abnormal use of the
material even if reasonable safety procedures are followed. Furthermore, vendee assumes the risk in the use of this material.

Revision date: June 9, 2006
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Dura Lube Corporation

1010 Taylor Station Rd, Suite A
Gahanna, OH 43230

(888) 771-5656

(800) 424-9300 - Chemtrec

SECTION |

Trade Name:

Product Code:

U.s.D.O.T. Shipping Name:
Technical Name:

US. D.O.T. Primary Hazard Class:

Us.D.oT. Secondary Hazard Class:

Identification Number-
Packing Group:

MATERIAL SAFETY DATA SHEET

May be used to comply with OSHA's
Hazard Communication Standard
29CFR 1910.1200. Standarg

must be consuited for Specific
requirements.

IDENTIFICATION

Super Dura Lube Advanced Engine Treatment
HL-SL052

Non Regulated

Not Applicable

Non Regulated

Not Applicable

Not Appiicable

Not Applicable

SECTION Il

Hazardous Components

Petroleum oils

HAZARDOUS ING REDIENTS--IDENTITY INFORMATION

CAS # OSHA PEL ACGIH TLV
64742-65-0 5 mg/m3 5 mg/m3

Other components, if any, are considered to be non-hazardous as per OSHA 29 CFR 1910.1200.

SECTION Il

Flash Point;

Boiling Point:

Specific Gravity (Hp0=1):
Vapor Density (Air=1):
Evaporation Rate (BA=1):
% Solids:

Weight (Ib./gal.):
Solubility in Water:
Viscosity:

Appearance & Odor:
Operating Temperatures:

PHYSICAL & CHEMICAL CHARACTERISTICS

>300°F ASTM D-93 PM Closed Cup
>550°F

1.067 @ 25°C

Greater

Slower

Negligible

8.90

Negligible

100 - 250 cps @ 25°C

Brown liquid, slight hydrocarbon odor

Low -80°F / Max Sustained 350°F / Max Intermittent 400°F

SECTION IV
Extinguishing Media:
Special Fire Fighting Procedures:

Apparatus.
Unusual Fire & Explosion Hazards:

FIRE & EXPLOSION HAZARD DATA

Foam, dry chemical, carbon dioxide. Do not use a direct stream of water.
Praduct may float and can be reignited on surface of water.

Material will not burn unless preheated. Do Not enter fire-space without

full bunker gear (helmet with face shield, bunker coats, gloves and rubber
boots), including a positive-pressure NIQSH approved Self Contained Breathing

Heating of non-vented container may cause explosion. Keep
surrounding containers cool with water spray.

SECTION V

Stability:
Materials to Avoid:

Conditions to Avoid:

Hazardous Decomposition Products:

Hazardous Polymerization:

REACTIVITY DATA

Stable.

Oxidizing materials.

Contact with open flame, heat.

Thermal decomposition products are highly dependent on combustion
conditions. Carbon Monoxide and unidentified organic compounds may
be formed during combustion, A complex mixiure of airborne solid, liquid,
particules, and gases will evolve when this material undergoes pyrolysis or
combustion,

Will not occur.

Super_Dura_Lube_Advanced_Engine_TreatmentH ] 1



SECTION VI HEALTH HAZARD DATA

SIGNS AND SYMPTOMS OF EXPOSURE:

Eyes: Irritation, redness.

Dermai: Dryness, irritation, redness.

Inhalation: Vapors may irritate nose, throat, respiratory tract.

Ingestion: Nausea, vomiting, dizziness, headache, blurred vision.

EMERGENCY AND FIRST AID PROCEDURES:

Eyes: Immediately flush with large amounts of water for 15 minutes, holding eyelids
open during flushing with water.

Dermal: Wash with soap and water and then flush with water until all chemical is

removed. Remove contaminated clothing promptly and wash before reuse. If
irritation persists get medical attention.

Inhalation: Remove to fresh air. If breathing has stopped, give artificial respiration,
provided a qualified individual is available. If breathing is difficult, give oxygen,
provided a qualified operator is available. Get prompt medical attention.

Ingestion: If conscious, Do Not induce vomiting. This material is an aspiration hazard.
Drink large amounts of water. Get medical attention. If vomiting occurs, give
additional water. If drowsy or unconscious, place on left side with head down,
Take immediately to hospital. Do Not attempt to induce vomiting or give
anything by mouth to an unconscious person. If possible, do not leave individual

unattended.

SECTION VII TOXICOLOGICAL INFORMATION

ACUTE HEALTH HAZARDS:

Eye Contact: Mildly irritating to eyes.

Skin: Exposure may cause skin irritation. Prolonged, repeated exposure may
cause drying, redness, and cracking of the skin.

Inhalation: Inhalation of vapors or oil mist from this product may cause mild irritation to the
respiratory tract.

Ingestion: Ingestion of product may result in aspiration pneumonitis.

CHRONIC HEALTH HAZARDS: None expected at the industrial level.

SECTION Vil SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED:
Dike or pill area. Remove all sources of ignition. Ventilate area if necessary. Absorb free liquid with earth, sand, clay, or
absorbent pads and place in non-leak containers for disposal. Flush area for trace residue and dispose of as below.
Environmental Precautions: Contain liquids and prevent discharges to streams or sewers, control or stop the loss of volatile
materials into the atmosphere. Large leaks may require environmental consideration and possible evacuation. Do not apply
water to the spill.

WASTE DISPOSAL METHOD:
In accordance with Federal, State, and Local Laws. The active ingredients in Super Dura Lube are considered non hazardous by
the U.S. E.P.A. and O.S.H.A.. Since this product contains petroleum oils, it should be disposed of as used oil. It has been
tested and determined to be acceptable for recycling and or energy recovery in the United States. If this product has been
altered with any hazardous substance, it should be treated as such.

SECTION IX SPECIAL PROTECTION INFORMATION

Respiratory Protection: Normally not needed in a well ventilated area. If workplace exposure limit of
petroleum oil mist is exceeded (5mg!m3}, a NIOSH approved respirator is
advised.

Ventilation: Mechanical to maintain exposure below TLV(s).

Protective Gloves: Rubber, neoprene or vinyl.

Eye Protection: Goggles or safety glasses plus full face shield to protect against splashing
when appropriate.

Other: As needed to minimize exposure.
Emergency shower and eyewash facility should be in close proximity.

Hygienic Practices: Always wash face and hands after contact. Remove contaminated clothing and

wash before reuse.

Super_Dura_Lube_Advanced_Engine_Treatment[1] 2



SECTION X REGULATORY INFORMATION

U.S. FEDERAL REGULATIONS:
OSHA Standard 29 CFR 1910.1200 requires that information be provided to employees regarding the hazards of chemicals by
means of a hazard communication program including iabeling, material safety data sheets, training, and access to written
records.

SARA/TITLE Ilf HAZARD CATEGORIES:
If the word "yes" appears next to any category, this product may be reportable by you under the requirements of 40 GFR 370,
Consult those regulations for details.

Immediate (Acute) Health: NO
Delayed (Chronic) Health: NO
Fire Hazard: NO
Reactive Hazard: NO
Sudden Release of Pressure: NO

EPA/TSCA INVENTORY:
The components of this product are listed on the EPAITSCA Inventory of Chemical Substances.

SECTION XI NOTES

Additionally, vendor assumes no responsibility for injury to vendee or third persons proximately caused by abnormal use of the
material even if reasonable safety procedures are followed. Furthermore, vendee assumes the risk in the use of this material.

Revision date: January 24, 2005
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Dura Lube, Inc.

1010 Taylor Station Rd, Suite A
Gahanna, OH 43230

(888) 771-5656

(800) 424-9300 - Chemtrec

MATERIAL SAFETY DATA SHEET

May be used to comply with OSHA's
Hazard Communication Standard
29CFR 1910.1200. Standard

must be consuited for specific
requirements.

SECTION |

Trade Name:

Product Code:

U.S. D.O.T. Shipping Name:
Technical Name:

U.S. D.O.T. Primary Hazard Class:
U.S. D.O.T. Secondary Hazard Class:
Identification Number:

Packing Group:

IDENTIFICATION

Dura Lube Pour n Go Engine Treatment
HL-SL052P

Non Regulated

Not Applicable

Non Regulated

Not Applicable

Not Applicable

Not Applicable

SECTION Il

Hazardous Components

Petroleum oils

HAZARDOUS INGREDIENTS--IDENTITY INFORMATION

CAS # OSHA PEL ACGIH TLV
64742-65-0 5 mg/m3 5 mgim3

Other components, if any, are considered to be non-hazardous as per OSHA 29 CFR 1910.1200.

SECTION It

Flash Point:

Specific Gravity (HpO=1):
Vapor Density (Air=1):
Evaporation Rate (BA=1):
% Solids:

Weight (Ib./gal.):
Solubility in Water;
Viscosity:

Appearance & Odor:
Operating Temperatures:

PHYSICAL & CHEMICAL CHARACTERISTICS

>300°F ASTM D-93 PM Closed Cup
985 @ 25°C

Greater

Slower

Negligible

8.225

Negligible

100 - 250 cps @ 25°C

Brown liquid, slight hydrocarbon odor

Low -80°F / Max Sustained 350°F / Max Intermittent 400°F

SECTION IV
Extinguishing Media:

Special Fire Fighting Procedures:

Unusual Fire & Explosion Hazards:

FIRE & EXPLOSION HAZARD DATA

Foam, dry chemical, carbon dioxide. Do not use a direct stream of water,
Product may float and can be reignited on surface of water.

Material will not burn unless preheated. Do Not enter fire-space without

full bunker gear (helmet with face shield, bunker coats, gloves and rubber
boots), including a positive-pressure NIOSH approved Self Contained Breathing
Apparatus.

Heating of non-vented container may cause explosion. Keep

surrounding containers cool with water spray.

SECTION V

Stability:

Materials to Avoid:

Conditions to Avoid:

Hazardous Decomposition Products:

Hazardous Polymerization:

REACTIVITY DATA

Stable.

Oxidizing materials.

Contact with open flame, heat.

Thermal decomposition products are highly dependent on combustion
conditions. Carbon Monoxide and unidentified organic compounds may
be formed during combustion. A complex mixture of airborne solid, liquid,
particules, and gases will evolve when this material undergoes pyrolysis or
combustion.

Will not occur.

DL_Pour_n_Go_Engine_Treatment][1]



SECTION VI HEALTH HAZARD DATA

SIGNS AND SYMPTOMS OF EXPOSURE:

Eyes: Irritation, redness.

Dermal: Dryness, irritation, redness.

Inhalation: Vapors may irritate nose, throat, respiratory tract.
Ingestion: Nausea, vomiting, dizziness, headache, blurred vision.

EMERGENCY AND FIRST AID PROCEDURES:

Eyes: immediately flush with large amounts of water for 15 minutes, holding eyelids
open during flushing with water.
Dermal: Wash with soap and water and then flush with water until all chemical is

removed. Remove contaminated clothing promptly and wash before reuse. If
irrfitation persists get medical attention.

Inhalation: Remove to fresh air, If breathing has stopped, give artificial respiration,
provided a qualified individual is available. If breathing is difficult, give oxygen,
provided a qualified operator is available. Get prompt medical attention.

Ingestion: If conscious, Do Not induce vomiting. This material is an aspiration hazard.
Drink large amounts of water. Get medical attention. If vomiting occurs, give
additional water. If drowsy or unconscious, place on left side with head down.
Take immediately to hospital. Do Not attempt to induce vomiting or give
anything by mouth to an unconscious person. If possible, do not leave individual

unattended.

SECTION VII TOXICOLOGICAL INFORMATION

ACUTE HEALTH HAZARDS:

Eye Contact: Mildly irritating to eyes.

Skin: Exposure may cause skin irritation. Prolonged, repeated exposure may
cause drying, redness, and cracking of the skin.

Inhalation:; Inhalation of vapors or il mist from this praduct may cause mild irritation to the
respiratory tract.

Ingestion: Ingesticn of product may resuit in aspiration pneumonitis.

CHRONIC HEALTH HAZARDS: None expected at the industrial level.

SECTION VIl SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED:
Dike or pill area. Remove all sources of ignition. Ventilate area if necessary. Absorb free liquid with earth, sand, clay, or
absorbent pads and place in non-leak containers for disposal. Flush area for trace residue and dispose of as below.
Environmental Precautions: Contain liquids and prevent discharges to streams or sewers, control or stop the loss of volatile
materials into the atmosphere. Large leaks may require environmental consideration and possible evacuation. Do not apply
water to the spill.

WASTE DISPOSAL METHOD:
In accordance with Federal, State, and Local Laws. The active ingredients in Super Dura Lube are considered non hazardous by
the U.S. E.P.A. and O.S.HA.. Since this product contains petroleum oils, it should be disposed of as used oil. It has been
tested and determined to be acceptable for recycling and or energy recovery in the United States. If this product has been
altered with any hazardous substance, it shouid be treated as such.

SECTION IX SPECIAL PROTECTION INFORMATION

Respiratory Protection: Normally not needed in a well ventilated area. If workplace exposure limit of
petroleum oil mist is exceeded (5mglm3), a NIOSH approved respirator is
advised,

Ventilation: Mechanical to maintain exposure below TLV/(s).

Protective Gloves: Rubber, neoprene or vinyl.

Eye Protection; Goggles or safety glasses plus full face shield to protect against splashing
when appropriate,

Other: As needed to minimize exposure.
Emergency shower and eyewash facility should be in close proximity.

Hygienic Practices: Always wash face and hands after contact. Remove contaminated clothing and

wash before reuse.

DL_Pour_n_Go_Engine_Treatment[ 1] 2



SECTION X REGULATORY INFORMATION

U.S. FEDERAL REGULA TIONS:
OSHA Standard 29 CFR 1910.1200 requires that information be provided to employees regarding the hazards of chemicals by
means of a hazard communication program including labeling, material safety data sheets, training, and access to written
records.

SARA/TITLE 1l HAZARD CA TEGORIES:
if the word "yes" appears next to any category, this product may be reportable by you under the requirements of 40 CFR 370.
Consult those regulations for details.

Immediate (Acute) Health: NO
Delayed (Chronic) Health: NO
Fire Hazard: NO
Reactive Hazard: NO
Sudden Release of Pressure: NO

EPA/TSCA INVENTORY:
The components of this product are listed on the EPA/TSCA Inventory of Chemical Substances.

SECTION XI NOTES

The information contained herein is based on data considered accurate. However, no warranty is expressed or implied regarding
the accuracy of this data or results to be obtained from the use thereof. Vendor assumes no responsibility for injury to vendee or
third person proximately caused by the material if reasonable safety procedures are not adhered to as stipulated in the data sheet.
Additionally, vendor assumes Nno responsibility for injury to vendee or third persons proximately caused by abnormal use of the
material even if reasonable safety procedures are followed. Furthermore, vendee assumes the risk in the use of this material

Revision date: January 24, 2005
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YIOCTOBEPEHHUE
u3x. Ne 20140110133406 / 10.01.2014r.

ATEHIHA 110 BIKCBAHMATA YIOCTOBEPARA, HE B THPTOBCKIA PETHCTHP 110 naprunara Ha "JIYPAJIIOB
BBJTAPHA" EOOJ, EMK 111561719 B yacT , Bromcanu o6crosTencrsa” u yacT ,,O0aBeHy akTOBE”
xeM 10.01.2014 r. ca Bumcany cieHuTe 06CTOSTENCTBA U Ca O6SBeHH CJIICIHUTE aKTOBE:

Yacr "Boucanu o6crosiTesicrea "
Pazgen O6wa undopmanus
Wnentuduxaigs

1.EMK 111561719
"IYPAJIIOB BBJTAPUSA" EOOJ
632/2004 160

Pasznen O6m crarye
OcHoBHY 00CTOSTENCTRA

2.®upma AYPAJIIOB BbJITAPUSA
3.IIpapua opma EQHOMMYHO JPYHECTBO ¢ OTPAHHYEHA OTTOBOPHOCT

5.Cepammmie n BBJITAPUA
aJipec Ha rp. MonTana 3400, o6siact Monrana;

YIIpaBIICHHE obumuHa MoHTaHa
yi. ACEH 3JIATAPOB, No 17, er. 1

6.IIpeamer Ha TbPI'OBCKO ITPEJACTABUTEJICTBO, IIOCPEJHUYECTBO U

JeHHOCT ATEHTCTBO HA BBJIT'APCKHY U YYXKJIECTPAHHU OU3UYECKU U
IOPUIUYECKH JIMIA; BbTPEUIHO- 1 BbHIIHOTHPTOBCKA
JEAHOCT BbB BCUUKH PA3PEINIEHA OOPMMU; JIM3NUHT;
KOMUCHOHHH, CIIETAIIAOHHH, ITIPEBO3HA M JIUIEH3AOHHUA
CIAEJKH; XOTEJIMEPCKH, TYPUCTHYECKH, HUMIIPECAPCKHU
YCJIYI'H 1 BCHYKH HE3ABPAHEHH ChC 3AKOH JENHOCTH.

7.YupaButenu HUKOJIAY T'EQOPTHUEB HHUKOJIOB, EI'H 6806143328, AbpKABA:
BBJIITAPUSA

23 Eqnomuuer HUKOJIAYM T'EOPTHEB HUKOJIOB, EI'H 6806143328, nupxasa:
cobctBenuk Ha  BBJITAPHA

KanuTalia
31.Pasmep 5000 nera
32.Byecex 5000 seBa fod iy,
KallATan RN
Gt ey
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2
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JSIBEHH aKkToBe"

AKTyalleH y4YpeNuTe/eH aKT
JATIEH YUPEIHTEEH AKT

EQ ’.001.Onucanue Ha obsBeHns axt Bun: AXTyaseH IpyXeCTBEH J0r0BOP/yupPEHTENICH aKkT/ycras

Omnmcanne: AKTyaneH IpyXecTBEH AOroBop/yupeiuTeseH aKT/ycTaB
Paznen O6aBenn akrose
Ob6sBeHH akToBE

1001.Omucanne na obsserns axt Bun: Tomumen ¢buHAHCOB OTUET
, Ormmcanne: loguuien puHAHCOB OTYET

Togmna: 2007
Bun: I'onunen punancos oTuer
Onwucanne: ['ogumien puHancoB oTdeT
Tomyna: 2008
Bun: l'ogyimes gunancoB otyer
Omucanue: I'ognuen puHaHCOB OTYET
Tomwmua: 2009
Bun: T'ogyen duaancos oraer
Onucanue:
Togwna: 2010
Bun: I'omguinen hunancos otyer
Onucanue:
Tomuua: 2011
Bun: l'onguinex ¢uuancos otyer
Onucanue: l'ogumen GuHAHCOB OTYET
lomuna: 2012

(Mme u dhamumms)
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